1. Select Trunk group 1 from the Trunking setting. Add Port 9, 10 in Trunk group 1.

2. Create VLAN 2 in the VLAN setting. Add Port 1, 2, Trunk group 1 in VLAN 2.
VLAN 2 = Port 1, 2, Trunk group 1 (Port1, 2, Trunk group 1 can communicate to each other)

3. Create VLAN 3 in the VLAN setting. Add Port 3, Trunk group 1 in VLAN 3.
VLAN 3 = Port 3, Trunk group 1 (Port 3, Trunk group 1 can communicate to each other)
4. Create VLAN 4 in the VLAN setting. Add Port 1, 2, 3, Trunk group 1 in VLAN 4.
VLAN 4 = Port 1, 2, 3, Trunk group 1 (Port 1, 2 can’t communicate to Port 3)
5. Assign PVID number to Port 1, 2, 3, Trunk group 1 in the PVID setting.

(Remember to delete Port 1, 2, 3, Trunk group 1 from VLAN 1.)

	PORT
	PVID
	VLAN ID
	PORT

	Port 1
	2
	2
	1, 2, Trunk group 1

	Port 2
	2
	
	

	Port 3
	3
	3
	3, Trunk group 1

	Trunk group 1
	4
	4
	1, 2, 3, Trunk group 1


