Software Version Upgrade
There are many ways to upgrade the software version of the switch. Consider the stability of the system after upgraded. It is recommended to use the way that utilizes the Console Port to upgrade the software version. The following mainly introduces the way that utilizes the Console Port to upgrade the software version.

The different software version of the switch has the different files of the software version. There are total six files of the software version: MB1MF85A.RAM, D1MF1M85.ROM, VTX2600C.ROM, e2m2g24.rom, rstp_ASwcfg.rom, and page.rom.

The upgrade steps of the software version are as the followings:

1.
Connect to the switch through the Console Port HyperTerminal. Turn on the switch. Press the “Esc” key while the switch is booting up to enter the boot setup mode shown as Fig 1.
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Fig 1. Enter the boot setup mode

2.
Input the upload command to start the upgrade shown as Fig 2.
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Fig 2. Input the upload command

3.
Click the “Transfer” menu. Choose the “Send File” item. Choose the “kermit” protocol in the prompt dialogue frame and input the needed file name “MB1MF85A.RAM” for upgrade shown as Fig 3.
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Fig 3. The settings of using kermit to send
4.
Start the file upgrade shown as Fig 4.
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Fig 4. Start to upgrade the files

5.
Repeat the step 1~4 to upgrade the other five files:

D1MF1M85.ROM, VTX2600C.ROM, e2m2g24.rom, rstp_ASwcfg.rom, and page.rom.
6.
Input the boot command to restart the switch shown as Fig 5.
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Fig 5. Restart the switch
Till now, finish the upgrade. Can check the current version number through the “General” item of the “Basic Management”.
